
DUMPSTER ENCLOSURE DETAIL
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4" STEEL PIPE BOLLARD

NOTE:
· 25 FOOT CLEARANCE OF OVERHEAD

OBSTRUCTIONS IS NECESSARY TO LIFT
AND EMPTY THE CONTAINER.

· NO MIDDLE UPRIGHT TO IMPEDE TRUCK.

8 YARD TRASH
DUMPSTER

6'x6'

8 YARD RECYCLING
DUMPSTER

6'x6'

DUMPSTER GATE

INCLUDE GATE HARDWATER
AND DROP PIN TO HOLD
GATE OPEN AND IN
CLOSED POSITION.

8" THICK REINFORCED CONCRETE
SLAB W/ 4000 PSI ON
6" AGGREGATE BASE COURSE

1'-0" CORNER WALL ON
ENCLOSURE FRONT

120 DEGREE
SWING MINIMUM

6" THICK CONCRETE
SLAB W/ 4000 PSI
(NON-REINFORCED)
ON 6" AGGREGATE
BASE COURSE
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#3 BARS @ 8" O.C. BOTH WAYS

ENCLOSURE WALL TYPICALLY 9'
CMU VERTICAL WALL WITH
EXTERIOR FACADE TREATMENT
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